
 

               

The XP792X Pay on Foot has a revolutionary look 

that allows for an ergonomic integration in any site. 

Value 4 money: 

    -Ensure a limited time to market  

    -Optimize the Return on Investment  

    -Minimize the cost of ownership 

    -Support the system with additional  

     managed services. 

     

 

  

 

 

 

 

  

 

 

 

 

 

 

 

 

       *Picture may slightly differ from reality depending on chosen options 

 

 

 

 

 

 

 

 

 

 

 

XP792X Pay on Foot 

The attractive look and feel is combined with the latest technology.  The device is connected 

to the central Xparc server with a standard IP connection.  This valid for both data and Voice.  

A variety of options will ensure that any customer requirement can be fulfilled.  
 

For the XP792X Pay on Foot the Xparc system concept “Value 4 Money” is reflected in an all-

in-one machine with a focus on the ability to retrofit any option at any time, including the 

options for disabled people.  

The cost of ownership is reduced by low maintenance approach 

The design allows for tailor made solutions within a short development time . 



 

               

Specifications: 

Computer :   Industrial PC (1.6GHz Pentium Processor) 

Displays:   One or two displays can be used (8.4” to meet with DDA requirements). 

   Integrated touch screen panel, multi-language.  

   *8,4” TFT (800x600, 400cd/m²) , LVDS 

   *15”  TFT (1024x768, 400cd/m²), VGA  

Ticket Reader : Ticket mouth with Linear Barcode scanner  

Motorized retraction (option) 

Receipt Printer: Prints receipts, tickets, reports (endless roll).  

All-In-One Validator:  Read, write, print, park, vault using fanfold ticket box (option). 

No separate Ticket Reader or Receipt printer. 

Credit Card: Country specific solutions, typically based on EMVII compliant terminals 

Intercom:  VoIP based module with speaker and microphone (Option) 

CCTV:   Built in covert surveillance IP-camera HD (option)  

Cash:   Recycles 4 coin values, Reads Banknotes  

   in any direction. 

   Options: Dual currency, Note recycling 

     1 or 2 additional non recycling hoppers  

 

Memory:  1GB IDE Flash Module 

Network:  Standard TCP/IP  

Season Cards: Mifare (ISO14443A) card reader (option).   

Optional: Multi-format Reader. 

Case :  Stainless steel (3mm) and safety glass,  

powder coating,  RAL9005/9006.  

Lock: standard or dual (security lock) 

Main Power:  100-240 VAC ± 10%, 50/60 Hz 

Consumption:  200W (300W with optional heater) 

Ambient : -10°C  (-25°C w. heater) ~ +55°C  , 10~90% RH (non-condensing) 

 The pay station was designed for indoor use.   

Contact Amano in case of more severe requirements. 

Net Weight:  180 kg (approx. and dependent on option choices) 

Dimensions:  1707 (H) x 602 (W) x 433 (D) mm 

   1941 (H) with illumination top (option) 

Approvals :  CE, RoHS, WEEE 

DDA:   DDA Compliant MMI and hearing loop (option) 
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